COUNTDOWN AND LAUNCH

KEY ALWAYS OUT UNTIL FINAL COUNTDOWN

1...

2...

3...

Moving Tape

NOTE: LAUNCH SUPPLIES

1. Engine Mount (See Diagram)
2. Motor (RM Series or 1.14"
3. Motor Mount (Cool)
4. Engine Rod (Cool)
5. Ignition Wire
6. Engine Igniter
7. Engine Igniter Holder

NOTE: When using the engine mount, ensure the engine is aligned and held in the proper position.

4...

INSERT KEY, PRESS DOWN FIRMLY AND HOLD.

5...

LAUNCH BUTTON

WHILE HOLDING KEY DOWN FIRMLY, PRESS LAUNCH BUTTON UNTIL LIFT OFF!

PRECAUTIONS

1. Wear Safety Glasses
2. Do not launch the rocket in a dry grass area.
3. Do not launch the rocket near structures or people.

PRE-LAUNCH CHECK

1. Check all parts of the rocket for damage.
2. Check the motor for proper seating.
3. Check the engine mount for proper alignment.
4. Check the ignition wire for proper connection.
5. Check the engine igniter for proper seating.

FLYING YOUR ROCKET

1. Launch the rocket in an open area.
2. Do not fly the rocket in a crowded area.
3. Do not fly the rocket in a dry grass area.

SUPPLIES

1. Motor
2. Motor Mount
3. Ignition Wire
4. Engine Igniter
5. Engine Igniter Holder
6. Engine Mount (Cool)
7. Engine Rod (Cool)
8. Motor Mount (RM Series)

ALL GLUED AREAS MUST BE SCREWED IN.